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Normative foundations :

CSN EN 1279-2 (2019): Glass in building - Insulating glass units — Part 2: Long term test
method and requirements for moisture penetration

Sampling :

Following test specimens of insulating glass units have been supplied to the testing

laboratory :

Samples description provided by the producer

IGU construction :

float glass clear 4 mm + 12 mm, TGI +
ClimaGuard clear 4 mm

Number of pieces and external dimensions :

15 pes 352 x 502 mm x 20 mm

Production date :

2020-08-01

Glass (name, producer, type) :

float glass extra clear 4 mm; Low E
ClimaGuard Premium 2; Guardian Glass

Spacer (material, name, producer) :

Stainless steel/Plastic, TGI M,bent, Technoform

Corner keys (name, producer, additional
sealing) :

Joint (name, producer, additional sealing) :

Straight plastic connector, EK

Desiccant (name, producer, type, filled sides,
Te)::

Zeolan K, 3A; Nedex, Turkey, 2 adjacent sides;
17,1 %

Outer sealant (name, producer, type) :

GD 116NA, Kémmerling, polysulphide

Average sealant depth on spacer back (u) :

4,5 mm

Average sealant depth on glass surface (s) :

6.5 mm

Inner sealant (name, producer, type) :

-

Naftotherm BU-S, Kémmerling GmbH,
polyisobutylene

Average sealant depth (r) :

4 mm

Mass of inner sealant / length and side (R):

2,5 g/m/side

Coating (name, producer) :

ClimaGuard Premium 2, Guardian Glass

Edge deletion :

Yes

Gas filling (type) :

Closing of gap filling holes (type) :

Special features (e.g. inserts) :
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Metrological provision of tests :

Calibrated measuring gauges of testing laboratory were used during testing.

Climatic test was performed in the climatic chamber CTS controlled by the
calibrated thermo- and hygrometer and by the validated software CID-PRO.

Determination of moisture content and adsorption capacity of desiccant was
performed using of oven Tempra with calibrated thermocouples and verified laboratory

balances KERN 770-14.

Test results :

External dimensions : 352 x 502 mm
Total thickness before aging test : 19.9 mm
Product name : Pavle glass C1

Corner construction :

sawed, plastic linear connector

Amount of desiccant (filled sides) :

2 sides (long + short)

Average sealant depth on spacer back (u): [5-6 mm

Average sealant depth on glass surface (s) : [5-7 mm

Average sealant depth (r) : 5 mm

Edge deletion : Yes

Special features (e.g. inserts) : -

Initial moisture content T; (%) : 0,55 0,70 0,51 0,63
Average initial moisture content Tj, oy (%) : 0,60

Final moisture content Ty (%) : 1,61 2,08 1,74 1,39 1,70
Average final moisture content T¢, 5y (%) : 1,71

Moisture penetration index I (%) : 6.15 8.96 6,94

Average moisture penetration index I 5y (%): 6,71

Test passed :

YES
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Statement : Test results, given in this report, apply only to the tested items as received.
The test report does not replace other documents, e.g. administrative characters, issued by
other bodies, according to particular regulations. The official version is in Czech language.

Distribution list :

2 x Pavle d.o.o.

1 x Laboratory for glass and building products testing IKATES, s.r.o0. (archive)

Test results were approved by :

For correctness of the report is responsible :

end of the test report

b

Mlchal Hm’hcka ‘Q\ﬁ\\

f,.g’ IKATES,
/

{ = Tol

vf.-
7






